Requirements for convertible pricelist

Pricelist for conversion shall be delivered in Excel format.
	
	Length/form
	Explanation

	Code
	Up to 20 symbols. Capital letters only
Do not use &, %, ‘, #, ?, <, >
	Starting the code with the abbreviated company name is recommended to identify the particular company. e.g. UAB TPT - TPT 

	Description
	Up to 80 symbols
	Latin (Lithuanian) and Cyrillic (Russian) letters may be used

	UOM
	List of standard units provided*
	- 

	Price
	Decimal format - two decimal places 
	Price to be indicated in contract currency.

	
	
	If any coefficients are used for payment rates, the pricelist must have two columns: one for the price with a coefficient, and another - without it (prices vary accordingly). 



For example:
	Code
	Description
	UOM
	Price

	TPT-UTTH-60-1
	Up to 60°C, when total amount of measurement points: max 10
	pcs.
	2.65

	TPT-UTTH-60-2
	Up to 60°C, when total amount of measurement points: max 10; OHS coefficient
	pcs.
	3.18

	TPT-UTTH-60-3
	Up to 60°C, when total amount of measurement points: max 10; overtime coefficient
	pcs.
	3.98

	TPT-UTTH-60-4
	Up to 60°C, when total amount of measurement points: max 10; OHS and overtime coefficient
	pcs.
	4.77

	TPT-UTTH-60-5
	Up to 60°C, when total amount of measurement points: max 10; rest day coefficient
	pcs.
	5.3



List of standard units*:
	Abbreviation
	Description

	km
	Kilometer

	set
	Set

	m
	Meter

	m^2
	Square meter

	m^3
	Cubic Meter

	t
	Ton

	hr.
	hour

	pcs.
	Piece



